
 
1 IDENTIFICATION 
2 Tag No.    
3 Vessel or equipment No.    
4-     
5 GENERAL CHARACTERISTICS 
6 SUPPLY    
7  - Gauges & Cocks    
8  - Gauges only    
9 TYPE    
10  - Transparent    
11  - Tubular    
12  - Reflex    
13 CONNECTION    
14  - ½” , ¾”, others    
15  - Top & Bottom    
16  - Side    
17  - Back    
18  - Others    
19 Material    
20 MINIMUM RATING     PSIG-Kg/cm² @ ºC    
21 ACCESSORIES    
22  - Illuminators    
23  - Mica Shields    
24  - Heating – cooling Chambers    
25  - Non-Frosting type    
26  - Calibrated Scale    
27  - Support Plates    
28  - Guard Rods    
29  - Others    
30 GAUGE COCKS    
31  - Offset / Angle     
32 CONNECTIONS : Vessel, Gauge, Drain / / / 
33  Male / Female / Female / / / 
34 Materials Body    
35 Materials Trim    
36 Minimum Rating @   ºF  -  ºC     
37 CONSTRUCTION Handwheel, Lever Handle    
38 Vessel Connection Plain, Union    
39  Solid shank, Spherical union    
40 Gauge Connection Plain, Union    
41  Solid shank, Spherical union    
42 Bonnet Screwed, Union, Bolted    
43 Screw Inside, Outside    
44 Renewable Seat Yes      No    
45 Ball Checks Yes      No    
46 Packing    
47 VISIBLE LENGTH    
48 NO. OF SECTIONS    
49 OPERATING PRESSURE    
50 OPERATING TEMPERATURE    
51 SERVICE    
52     
53 ACCESSORIES    
54     
55 C TO C DISTANCE    
56     
57     
58     
59     
60     
61     
62     
63     
64     
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DESCRIPTION 
REV DATE SIGN. 

PROJECT 
MANAGER 
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