
 
1 IDENTIFICATION 
2 Tag No.    
3 Line or equipment No.    
4 Seat type    
5 Design type    
6 GENERAL CHARACTERISTICS 
7 BODY    
8  - material    
9  - size rating & type    
10   - inlet    
11   - outlet    
12  - orifice designation    
13  - bonnet    
14 TRIM MATERIAL    
15  - seat & disc    
16  - guide & ring    
17  - spring    
18     
19 ACCESSORIES    
20  - cap & no lever    
21  - level plain/packed    
22  - Gag    
23  - others    
24      
25 BASIS OF SELECTION    
26  - code    
27  - Fire    
28  - other    
29 SERVICE CONDITIONS 
30 FLUID    
31  - Mol.wt.or Sp.gr. @F.T.     
32  - Viscosity @ F.T. cPO-CST    
33  - pressure normal/relieving PSIG-BAR / / / 
34  - temp normal/Relieving ºF - ºC  / / / 
35 Required capacity and units     
36 Constant back pressure     
37 Developed back pressure     
38 Spring set pressure PSI-BAR    
39 Over pressure %    
40     
41 FLOW    
42 ORIFICE AREA    
43  -calculated Sq.inch-mm²    
44  - selected Sq.inch-mm²    
45     
46     
47     
48     
49     
50     
51 ITEM    
52 MODEL    
53 MANUFACTURER    
54 R E M A R K S 
55  
56  
57  
58  
59  
60  
61  
62  
63  
64  
     This document containing confidential information is 

property of SPEEDY and may not be reproduced or 
used without SPEEDY written authorization 

 
 
 
 

 

                       Tel      :    KARACHI      :   +92-(0)21-34328859 
                                       LAHORE       :   +92-(0)42-35174201 
                                       ISLAMABAD  :   +92-(0)51-4861901 
                       Web   :    www.speedy.com.pk 

     
      
     
     
      PRESSURE SAFETY (RELIEF) VALVES 

DATA SHEET      
     
 

DESCRIPTION 
REV DATE SIGN. 

PROJECT 
MANAGER 

 PAGE   JOB CODE NUMBER REV. 
    
    
 


